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RECEIVE A SIGNAL TO ESTABLISH A 
COMMUNICATION BETWEEN A FIRST 
WIRELESS TERMINAL AND A SECOND 
WIRELESS TERMINAL 



510 



NO 



THE SECOND WIRELESS" 
TERMINAL HAS THE AT LEAST 
ONE FUNCTIONAL 
CAPABILITY? 



520 



ESTABLISH THE 
COMMUNICATION BETWEEN 

THE FIRST WIRELESS 
TERMINAL AND THE SECOND 
WIRELESS TERMINAL WITHOUT 
THE USE OF THE AT LEAST ONE 
FUNCTIONAL CAPABILITY 



540 



YES 



ESTABLISH THE COMMUNICATION 
BETWEEN THE FIRST WIRELESS TERMINAL 
AND THE SECOND WIRELESS TERMINAL 
INCLUDING USE OF THE AT LEAST ONE 
FUNCTIONAL CAPABILITY 



530 



FIG. 5 



RECEIVE A CALL SIGNAL TO ESTABLISH A 
COMMUNICATION BETWEEN A FIRST 
WIRELESS TERMINAL AND A SECOND 
WIRELESS TERMINAL 



610 



YES 



SECOND WIRELESS 
TERMINAL HAS A VIDEO 
CAPABILITY? 



620 



ESTABLISH A VIDEO SESSION 

BETWEEN THE FIRST 
WIRELESS TERMINAL AND THE 
SECOND WIRELESS TERMINAL 




NO 



FORWARD THE CALL SIGNAL TO A 
VIDEO GATEWAY 



640 



SET UP A VIDEO SESSION BETWEEN 
THE FIRST WIRELESS TERMINAL AND 
A VIDEO SERVER 



jr 



650 



SET UP A NON-VIDEO SESSION 
BETWEEN THE FIRST WIRELESS 
TERMINAL AND THE SECOND 
WIRELESS TERMINAL 



660 



FIG. 6 



RECEIVE A SIGNAL TO ESTABLISH A CALL 
BETWEEN A CALL ORIGINATING TERMINAL 
AND A CALL RECEIVING TERMINAL 



ESTABLISH, AS A FUNCTION OF CALL 
PROCESSING FUNCTIONALITY AVAILABLE TO 
THE CALL RECEIVING TERMINAL, THE CALL 
BETWEEN THE CALL ORIGINATING TERMINAL 
AND THE CALL RECEIVING TERMINAL 



FIG. 7 



AN ORIGINATING TERMINAL INITIATING A NEW 
CALL FOR A TERMINATING TERMINAL, THE NEW 

CALL REFLECTING CALL PROCESSING 
FUNCTIONALITY AVAILABLE TO THE ORIGINATING 
TERMINAL REGARDLESS OF CALL PROCESSING 
FUNCTIONALITY AVAILABLE TO THE TERMINATING 
TERMINAL AND INVOKED WHEN PLACING THE CALL 



AT LEAST ONE OF THE ORIGNIATING TERMINAL 

AND THE TERMINATING TERMINAL MAKING 
ADJUSTMENTS TO ESTABLISH THE NEW CALL IF 

THE NEW CALL REQUIRES SPECIFIC CALL 
PROCESSING FUNCTIONALITY NOT AVAILABLE TO 
THE TERMINATING TERMINAL 



X 
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FIG. 8 



